18" MINIMUM LENGTH
(SEE NOTES 1. & 2,

CABLE-TO-PIPE CONNECTION (TYP)
/ (SEE W-274)

FLANGED JOINT 18" MINIMUM LENGTH
(SEENOTES 1. & 2)

CABLE-TO-PIPE CONNECTION (TYP)
/ (SEE W-27A)

L L L

PUSH-ON JOINT

18" MINIMUM LENGTH
(SEENOTES 1.&2)

CABLE-TO-PIPE CONNECTION (TYP)
/ (SEE W-27A)

INANNANN \\s:,

#8 AWG BOND CABLE

L L

MECHANICAL JOINT

#8 AWG BOND CABLE

24" MINIMUM LENGTH
(SEENOTES 1. & 2,)

CABLE-TO-PIPE CONNECTION (TYP)
(SEE W-274)

<

4 L L LA L L L L L

! 1
CAST IRON OR STEEL COUPLING
FLEXIBLE COUPLING EPOXY COATED

NOTES:
1. USE #8 AWG/HMWPE BOND CABLES FOR BONDING METALLIC FITTINGS ON NON- METALLIC PIPING SYSTEMS.
2. USE #4 AWG/HMWPE BOND CABLES FOR BONDING PIPE JOINTS ON METALLIC PIPING SYSTEMS PER SPECIFICATIONS.
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