TERMINAL BOX
(2) #10 AWG/THHN TEST CABLES »/(—COVER NOT SHOWN
WHITE - CARRIER PIPE - FOR CLARITY)
GREEN - STEEL CASING &
/-0.01 OHM-6 AMP SHUNT
(2) #8 AWG/THHN BOND CABLES
WHITE - CARRIER PIPE 1| (2) #8 AWG/THHN (BLACK)
GREEN - STEEL CASING i ANODE HEADER CABLE
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CATS TERMINAL BOX
TERMINAL BOX TEST STATION
SEE ABOVE

CABLE-TO-PIPE CONNECTION

(TYP) (SEE W-23B)

CARRIER PIPELINE -—\

(SEE W-264)
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TEST CABLES

(2) #8 AWG THHN
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#8 AWG/THHN
(BLACK) ANODE \
HEADER CABLE 12" (TYP) STEEL CASING
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LOOP BACK ANODE - K #10 AWGC/Q ;;:;‘/:_v AT/;//SDE LEAD
HEADER CABLE TO — 10 — (TYP)
TEST STATION
PREPACKAGED ANODE
CABLE SPLICE (SEENOTE 1)
SEE W-23D (SEE W-24A FOR
INSTALLATION
REQUIREMENTS)

NOTES:

1. NUMBER AND SIZE OF ANODES SHALL BE DETERMINED BY THE PROJECT CORROSION ENGINEER.
2. CARRIER PIPE & CASING ARE TO BE ELECTRICALLY ISOLATED VIA CASING INSULATORS.

3. IF CARRIER PIPE IS NON-METALLIC DELETE WHITE CABLES AND EXOTHERMIC WELDS.
3

. IDENTIFY CABLES PER DRAWING W-26C.
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